PRODUCT INFORMATION SHEET

NIMH Battery

The 3M™ Jupiter Powered Air Purifying Respirator is designed
to deal with particles, gases and vapours produced in the work-
place, which can be injurious to the lungs. The Jupiter Turbo is
powered by a Nickel Metal Hydride (NiMH) battery.

Features Specifications

« 8 hour run time (nominal) » Battery Pack - 4.8V, 7400 mAH

« Performance tested to AS/NZS « Contains 8 x NiMH cells connected in
1716. series in two packs of 4 that are con-

. NOTE: This is NOT an Intrinsi- nected in parallel.

cally Safe Battery. For I.S. appli- « Each cell 1.2V, 3700 mAH
cations use the 4 Hr I.S. NiMH . Weight: 535 gms.

Battery 007-00-62P and I.S. )
Pouch 085-11-00P. « Size: 14x10.5x 2.5 cm (nom)

Installation & Removal from Turbo  Battery Charger
To install - push battery into base = Charger Part No. 003-00-58PAUS

of turbo . _ . Batteries can be charged at any time
To remove - push primary latch out in their charge cycle - no real memory
with thumb and push down on sec- effect on NiMH cells.

ggg;ry latch and pull from turbo . Yellow Light indicates charging

. Green Light indicated fully charged

. Battery should be charged prior to first
use or if stored for more than 5 days.

. NiMH battery in storage loses 10% of
charge after 1 week, 20% after one
month storage.

. Charger will detect and adjust toinput ~ How to contact us
voltages from 100V—240V, 50-60 Hz.

. Fully recharge battery in ~ 8 hrs

. Do not leave battery on charger regu-
larly or for longer than 7 days.

3M Tech Assist Hotline
Phone 1800 024 464

3M Australia Pty Ltd Customer Service

Phone 1300 363 565

Fax 1800 656 222
Jupiter 8 hr Standard Battery 007-00-64P 52000043803 3M Australia Pty Ltd

Phone 136 136
Jupiter Battery charger 003-00-58PAUS 52000044538
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