Portable Spill Containment Berm

It can be used for storing oil barrels, chemical barrels and other
items in the factory, as well as for personnel cleaning and vehicle
cleaning pools, etc.Adapt to the leakage prevention work in various
environments.Products can be quickly opened and folded, expanded to
use after folding.Compact easy to carry.

Portable Spill Containment Berm

Portable Spill Containment Berm
(support-free type)

(with support)

Portable Spill Containment Berm

Type Exte;vl}:‘iilu:li?ir;i;&;;e:‘g)ht 2 Capacity Material Colour Model
with support 180x180x30 190Gal/720L PVC/Stainless Steel Yellow SPPB001
with support 360x360x30 700Gal/2650L PVC/Stainless Steel Yellow SPPB002

upport-free type 100x100x10 20Gal/75L PVC Orange SPPB101
upport-free type 80x120x10 20Gal/75L PVC Orange SPPB102

Pool

The overall structure is smaller at the top and larger at the bottom,
which can ensure that the overturning will not occur after water storage.
There is a built-in soft tank edge at the top, which can not only ensure
a certain strength and support, but also effectively prevent the overflow
of water.At the same time, the top cover can be configured to protect
the contents of the pool from being polluted. Equipped with open valve

couplings.

External dimension Packing dimension
Name (Height x Diameter of upper mouth x | (Length x Width x Height) Capacity Material Colour Model
Diameter of lower bottom)(cm) (cm)
Pool 80x98x154 30x40x20 1m?® PVC Yellow SPPP001
Pool 90x140x192 50x40x20 2m? PVC Yellow SPPP002
Pool 116x198x278 50x40x40 3m? PVC Yellow SPPP003
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Roof Leak Diverter

Roof diverter use for roof leakage collection in office, warehouse and other place, Prevent dripping
from the surface of equipment, goods or the ground, reduce the loss caused by water leakage, ensure
the safety of the environment, goods and personnel safety.

The product is a rectangle. There is a hose coupler at the middle bottom, which can be connected with
a hose to drain the water to the designated place.

High in the middle and low in the surrounding area to ensure water flow to the concentrated area;The
four corners are tied up and equipped with a rope buckle. Four S-shaped curved hooks are used to
connect the rope easily and fix it in the designated position of the ceiling.

Portable Spill Cont

External dimension (Height X Width Material Gl Model
X Length)(cm)
80x80 PVC White SPPD001
120x120 PVC White SPPD002
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